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Technical Data Sheet

PRODUCT DETAILS
ELECTRICAL
Max Power 39.89W

Voltage 120-277V

Current 0.08A-0.10A-0.14A-0.16A

Power Factor 0.97

8.2%Total Harmonic Distortion (THD)

Lumens 3360lm-3926lm-5134lm-6360lm

Efficacy 151lm/W

Color Temperature (Selectable) 3000K-3500K-4000K-5000K-6500K

Color Rendering Index (CRI) 81

R9 (Red Value) 2

R13 (Skin Tones) 83

Beam Angle 105°

Dimmable Lighting Control 0-10V Dimming

LIGHTING PERFORMANCE

ENVIRONMENT
Operating Temperature -4°F ~ +122°F

Suitable Location DAMP

LIFESPAN
Average Life (Hours)

Warranty (Years)

COMPONENTS
LED Light Source
Driver Simon - SIF30  SIF40  SIF50  SIF60

SEOUL  STW8A2PD

50,000

5

CONSTRUCTION
Housing Steel Sheet

PMMA 
Diffuser
Cover Material

Frosted
Power Supply Hard Wired

Finish White

PART NUMBER & QUALIFICATIONS 
Ordering Part Number IK-WL04-21/26/34/40W-MV-5CCT-DY

Qualified Part Number IK-WL04-21/26/34/40W-MV-5CCT-DY

SKU Number 662187512945

INDUSTRIAL LIGHTING | WRAPAROUND LIGHTS

Oriled 
Wraparound Light (4')

ITEM SKU#: 662187512945

APPLICATION  AREAS 

FEATURES

Workspaces, Educational Facilities, Offices & Commercial Interiors,
Hospitals & Clinics, Warehouses & Industrial Spaces, Parking Garages
& Corridors, Cold Storage & Utility Areas 

• High-efficiency output of 151lm/W reducing energy consumption 
without compromising brightness. 

• Control flexibility with DC sensors and 0-10V dimming systems 
provides adaptive, efficient lighting that responds to real-time 
conditions. 

• Optional emergency battery backup available to maintain illumination 
during power outages. 

• Multiple mounting options, including surface mount and suspension 
kits, deliver versatile solutions for installation. 

CCT & Power
Selectable

Not all product variations listed on this page are DLC qualified. Visit https://www.designlights.org/qpl to confirm qualification.

Note:
*Mentioned lumen output is calculated as such: 3360.8lm at 21W, 3926.7lm
at 26W, 5134lm at 34W, 6360lm at 39.89W
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DOCUMENTS DOCUMENT LINK

IES Files View / Download

LM79 Report View / Download

LM80 Report View / Download

Installation Instructions View / Download

ORDERING INFORMATION
SKU NUMBER DESCRIPTION QUANTITY/BOX

662187512945 4ORILED WRAPAROUND LIGHT (4') : 39.89W / 3360-3926-5134-6360LM / 30-35-40-50-65K / WHITE

SUPPORTING DOCUMENTS

DIMENSIONS AND WEIGHT
Length (Inches) 47.7"
Width (Inches) 7.1"

Height (Inches)

Net Weight (lbs)

2.8" 

5.51 

Quantity Per Box 4

PACKAGING
Box Dimensions (Inches)

Box Weight (lbs)

48.58" x 7.32" x 2.99"

27.51

47.7" 2.8"

7.1
"

https://ikioledlighting.com/documents/products/Commerical/Wraparound/Oriled/IES/IK-WL04-21263440W-MV-5CCT-DY%20(21W,%206500K).zip
https://ikioledlighting.com/documents/products/Commerical/Wraparound/Oriled/LM79/LM-79_IK-OWL-21163440W-50(39.89W).pdf
https://ikioledlighting.com/documents/products/Commerical/Wraparound/Oriled/LM80/LM_80_Oriled_Wraparound.PDF
https://ikioledlighting.com/documents/products/Commerical/Wraparound/Oriled/Installation%20Instructions/Oriled_Wraparound_Light_Installation_Instructions.pdf



