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Frizo Refrigeration Light (4 ft)

FEATURES

* Fog and Corrosion resistant.

* Ideal to be used inside refrigerators and coolers at
commercial establishments.

* Up to 10 lamps can be connected in a series.

PRODUCT DETAILS

LIGHTING PERFORMANCE CONSTRUCTION

Efficacy 125 Im/W 140 Im/W 80 Im/W Housing Aluminum + Polycarbonate

Power 15 W 18 W 22 W Base / Power Supply Hard Wired

Lumen Output 1875 Im 2520 Im 1760 Im Finish White

CCT 3000 K, 3500 K, 4000 K, 5000 K APPLICATIONS

CRI 80+ Refrigeration Area & Cold Storages

Voltage AC 100-277 V 50/60 Hz

Beam Angle 1200 QUALIFICATIONS & WARRANTY

Power factor >0.90 .

Dimming No (H @ us «
LISTED OI’:’!°§

ENVIRONMENT & LIFESPAN

Operating Temperature -4° F to +140° F

IP Rating P66

Operating Hours Over 50,000 hours lifetime at L70

Warranty 5 Years
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ORDERING INFORMATION

MODEL POWER cCT
| IK-RLO4IN | - o015 | - [30- |
0018 30- 3000K
0022 35- 3500K
40- 4000K
50- 5000K
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PACKAGING

Quantity Per Box 20

Box Dimensions -

Box Weight

ACCESSORIES / REPLACEMENT PARTS

METAL BRACKET (SET OF 2)

SPLITTER CABLE (TO CONNECT UPTO 10 COOLER LIGHTS IN SERIES)

SINGLE OUTPUT WIRE

Polar Candela Distribution Isofootcandle Plot
670 120° 170° 160° 150° 1409 g 4+ 3 2z 1 0 1z 3 4
55& 130=
4
447
120%
335,
223 1=
112 Junss e
0,00 a2 7
112 e o ! e ,'
223 700
EEL -
02
247
558 soe
670
WAIO® 10° 20° 30° 40
-0 H 4
W -90°H
5
W aofc 1fc
W i0fc Wosfc
Wsfc Toifc ES0% MaxCd
Distance in uniks of mount height {20Ft) --- Max Cd
Polar Candela Distribution Isofootcandle Plot
290 1300 170 160° 1500 1409 s 4 3 0z 1 0 1 1 3 4
B5E 1302
4
527
1202
395 3
1=
263 2
122 1002
0.00 a0° !
=2 a0 0
263 700 .
395
502
527 2
B5E 50
2
a0
WADT 10® 20 300 400
M - Max Cdi 315°H 4
W-0°H
W -o0°H c
W ofe 1fc
M 10 fc MWosfc
Wsfe Toafc ES0% MaxCd

Distance in units of mount height (20Ft) --- Max Cd

*© IKIO LED LIGHTING. Unauthorized use or reproduction of illustrations, photographs or text is prohibited.

IKIO LED LIGHTING reserves the right to discontinue products or to change the technical and/or design specifications at any time.

210
E75

405
270
135
0.00
125
270
405

E75
210

18 W
Polar Candela Distribution Isofootcandle Plot
180® 170° 1609 1509  140% 5
130
4
1202
3
1=
2
1o
age 1
ane 0
Foe
1
607
2
So=
El
WADT 10® z0° 300 400
W-0°H 4
W -o00H
-
W0 fe 1fc
W i0fo Wosfc
L1 Toafc ES0YMax Cd
Diskance in units af mounk height {20fE) --- Max Cd
Email : info@ikioledlighting.com
Website : www.ikioledlighting.com Pg. 2

Phone : +(1) 844-533-4546



