
Product Specification Sheet

NOTES :

PROJECT NAME :

CATALOG NO. :

FIXTURE SCHEDULE :

PRODUCT DETAILS

DIMENSIONS

• 120 V Triac dimmable.
• Operable in damp locations.
• 50,000 hours average lamp life.
• Multiple CCT variants (3000 K, 4000 K, 5000 K).
• 5-year limited warranty.
• High CRI (80+ / 90+) for crisp colors.
• ETL and cETL certified.

FEATURES
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Email : info@ikioledlighting.com 
Website : www.ikioledlighting.com
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ORDERING INFORMATION

05

05

LIGHTING PERFORMANCE

ENVIRONMENT & LIFESPAN

Efficacy 65 lm/W

15 W 18 W

1170 lm975 lm

Power

Lumen Output

3000 K, 4000 K, 5000 K

80+ / 90+

120 V / 60 Hz

CCT

CRI

Voltage

> 0.90Power factor

Yes, Triac dimmableDimming

IP 20

50,000 hours

IP Rating

Operating Hours

5 YearsWarranty

CONSTRUCTION

APPLICATIONS

Finish White

AluminumMaterial

PlasticLens

QUALIFICATIONS & WARRANTY

15 W - 18 W 8 8-3/4
Wattage A(in) B(in)

7/8 7/16
C(in) D(in)

Conference or Meeting Rooms, Exhibition Halls, Hospitals, Hotels, 
Museums, Offices, Shopping Malls, Staircases or Corridors.

MODEL

15WS
15WS
18WS

80C3K
80C4K
90C4K
90C4K

90C345K
-

WATTAGE

80C3K-

CRI & CCT

120VDY-

DRIVER

-

FINISH

IK-RPL8
WH - White
WH

BK- Black
BN - Brushed Nickel

A

B

C

D

Orbis Recessed Retrofit Panel
Downlight 8”


