
Product Specification Sheet

NOTES :

PROJECT NAME :

CATALOG NO. :

FIXTURE SCHEDULE :

Ovalis Ceiling Light 12’’

PRODUCT DETAILS

DIMENSIONS

• Superior efficacy over traditional light fixtures.
• Finished in Brushed Nickel / Oil rubbed bronze / brass for better 
  aesthetics.  
• Steel housing for enhanced durability.
• Alabaster Glass Diffuser for an evenly distributed light.
• Comes with a 120V Triac Dimmable Driver and variable CCTs for 
  enhanced light control.
• 80+ and 90+ CRI light variants for crisp colors.

FEATURES
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LIGHTING PERFORMANCE

ENVIRONMENT & LIFESPAN

Efficacy 65 lm/W

12 W 15 W

780 lm 975 lm

Power

Lumen Output

3000 K, 4000 K, 5000 K

80+ / 90+

120 V-277 V, 50 Hz / 60 Hz

CCT

CRI

Voltage

≥ 0.90Power factor

OptionalDimming

IP20

50,000 hours

IP Rating

Operating Hours

5 YearsWarranty

CONSTRUCTION

APPLICATIONS

Kitchens, Closets, Hallways and Entryways.

Finish Brushed Nickel / Brass

SteelMaterial

Glass / PlasticLens

QUALIFICATIONS & WARRANTY

12 W - 17 W 12 4
Wattage A(in) B(in)

17 W

1105 lm

MODEL

IK-CC12 12WD
12WD
15WD
17WD

80C3K
80C4K
90C3K
90C4K

90C345K
-

WATTAGE

80C3K-

CRI & CCT

120VDY
120VDY
120VDN

-

DRIVER

BN
BN - Brushed Nickel
ORB - Oil Rubbed Bronze
BRS - Brass

-

FINISH

A

B


