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NOTES :
PROJECT NAME :
CATALOG NO. :
FIXTURE SCHEDULE :

PRODUCT DETAILS

Striza Magnetic Strip Kit 15 W (4 ft)

FEATURES

» Up to 40% energy saving over conventional fluorescent fixtures.

» Wide aluminum carrier angles which provides improved heat sinking
and optic diffusion capability.

* Gives smooth, consistent & uniform light.

LIGHTING PERFORMANCE CONSTRUCTION
Efficacy 110 Im/W Housing Aluminum + Polycarbonate
System Power 15 W x 2 \ 15 W x 3 \ 15 W x 4 Base / Power Supply Hard Wired
Lumen Output 3300 Im ‘ 4950 Im ‘ 6600 Im Diffuser Clear / Frosted
CCT 3000 K, 3500 K, 4000 K, 5000 K APPLICATIONS
CRI 80+ Commercial Spaces, Residential Area and Office Area.
Voltage AC 100-277 V 50/60 Hz (Driver Required)
Beam Angle 1200 QUALIFICATIONS & WARRANTY
Dimming Optional
WoHS
ENVIRONMENT & LIFESPAN HomasiEe

Operating Temperature -04° F to +122° F

*© IKIO LED LIGHTING. Unauthorized use or reproduction of illustrations, photographs or text is prohibited.
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IP Rating IP40
Operating Hours Over 50,000 hours lifetime at L70
Warranty 5 Years
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Wattage A(in) B(in) C(in)
15W 48 0.9 1 /(_)\ .
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ORDERING INFORMATION
MODEL STRIPS DIMMING CCT
| IK-MS04-0015 | - |2 | - |oY | - (30 |
3 DN 30- 3000K
4 35- 3500K
40- 4000K
50- 5000K
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PACKAGING

Quantity Per Box 30

Box Dimensions -

Box Weight -

ACCESSORIES / REPLACEMENT PARTS

REPLACEMENT LENS FOR LED 48” STRIP

30W, 45W, 60W REPLACEMENT DRIVER

EMERGENCY PACK FOR LED FIXTURE 10W/90 MIN/SPLIT TYPE/L

EMERGENCY PACK FOR LED FIXTURE 15W/90 MIN/SPLIT TYPE/L

SET OF 8, 12, 16 SCREWS FOR MAGNETIC STRIP

OPTOMETRIC DATA

Polar Candela Distribution Isofootcandle Plot
L300 180° 170° 160° 150°  140° g 4 3 2z 1 0 1z 3 4
1,583 130°
4
1,267
1200
950 3
1107
632 N
317 100°
0.00 0 !
217 20° 0
633 o
i N
950
600
1,267 z
o
1,592 =] 3
1,900
WaAL0e 10 207 200 409
M- H 4
W -90°H
5
M z0fo 1fc

W 10fc |_JuR=1id
|_R-13 T0afc ES0% MaxCd
Distance in units of mount height: (20FE) --- Max cd

Email : info@ikioledlighting.com
*© IKIO LED LIGHTING. Unauthorized use or reproduction of illustrations, photographs or text is prohibited. Website : www.ikioledlighting.com Pg. 2
IKIO LED LIGHTING reserves the right to discontinue products or to change the technical and/or design specifications at any time. Phone : +(1) 844-533-4546





