NOTES :
PROJECT NAME :

l klo CATALOG NO. :

FIXTURE SCHEDULE :

Product Specification Sheet | Commercial Lighting

Striza Magnetic Strip Kit 10 W (2 ft)

FEATURES

» Up to 40% energy saving over conventional fluorescent fixtures.

» Wide aluminum carrier angles which provides improved heat sinking
and optic diffusion capability.

« Easy to install with magnetic retrofit technology.

PRODUCT DETAILS
LIGHTING PERFORMANCE CONSTRUCTION
Efficacy 110 Im/W Housing Aluminum + Polycarbonate
System Power 10Wx2 ‘ 10Wx3 ‘ 10 Wx4 Base / Power Supply Hard Wired
Lumen Output 2200 Im ‘ 3300 Im ‘ 4400 Im Diffuser Clear / Frosted
CCT 3000 K, 3500 K, 4000 K, 5000 K APPLICATIONS
CRI 80+
Voltage AC 100-277 V 50/60 Hz (Driver Required) Commercial Spaces, Residential Area and Office Area
Beam Angle 120°
QUALIFICATIONS & WARRANTY

Dimming Optional
ENVIRONMENT & LIFESPAN &)HS

2002/95/EC

Operating Temperature -4° F to +122° F

IP Rating IP40
Operating Hours Over 50,000 hours lifetime at L70
Warranty 5 Years
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ORDERING INFORMATION

MODEL STRIPS DIMMING ccT
| IK-MS02-0010 | - |2 | - |oY | - [30-y |
3 DN 30- 3000K
4 35- 3500K
40- 4000K
50- 5000K
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PACKAGING

Quantity Per Box 30

Box Dimensions = -——--

Box Weight -

ACCESSORIES / REPLACEMENT PARTS

REPLACEMENT LENS FOR LED 24” STRIP

20W, 30W, 40W REPLACEMENT DRIVER

EMERGENCY PACK FOR LED FIXTURE 10W/90 MIN/SPLIT TYPE/L

EMERGENCY PACK FOR LED FIXTURE 15W/90 MIN/SPLIT TYPE/L

SET OF 8, 12, 16 SCREWS FOR MAGNETIC STRIP

OPTOMETRIC DATA
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